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- PROPOSED 6" SEWER SERVICE CONTRACT No. 63149

[ -~ SEWER SERVICE TO EXTEND 1' BEYOND

! EASEMENT LINE FOR FUTURE CONNECTION.
. PLUG END AND MARK LOCATION WITH 2x4
EXTENDING FROM INVERT OF PIPE TO

3' ABOVE GRADE.

— WHERE THE CONNECTION IS TO BE

| ) MADE TO A PROPOSED BUILDING OUTLET

SEWER TRENCH _ | - SEWER, A FLEXIBLE RUBBER COUPLING IS
/ 0" TO BE USED TO JOINT PIPE

DATE
Y

\_ 1/8 BEND FITTINGS
TO BE INSTALLED AS REQUIRED

1/1 MAXIMUM RISER SLOPE

BY.

UNDISTURBED EARTH TO SUPPORT RISER PIPE,
PROVIDING UNIFORM BEARING FOR 1/4 OF
PIPE CIRCUMFERENCE

5~ _-— SEWER SERVICE TEE FITTING
TO BE INSTALLED ON SEWER MAIN FOR
EACH LATERAL CONNECTION AS REQUIRED

CADD FILE NAME

SURVEVED

L&) SEE SANITARY SEWER TRENCH - SURFACE GRADE
E ; DETAIL FOR BEDDING LAYER AND P
< ¢ INITIAL BACKFILL INFORMATION -
S UL | QO e e e e e ot o e o o R
e " PROPOSED SEWER MAIN ~— TEMPORARY AGGREGATE
- (INCIDENTAL) _~ SUBGRADE

(CONTRACTORS OPTION) ——__ (BOTTOM OF ROADWAY PAVEMENT ,

mf'AED TEF PAYIENT LIMIT) Wi A/l\M\N\f N

e~

——BACKFILL WITH EARTH OR AGGREGATE
MATERIAL AS SPECIFIED

SEWER SERVICE TEE AND RISER

__—TRENCH LIMITS AS SPECIFIED

~EXISTING SEWER TO BE REPLACED ACROSS
WATERMAIN TRENCH WITH DUCTILE IRON PIPE.
A MINIMUM CLEARANCE OF 12" TO BE
MAINTAINED BETWEEN THE WATERMAIN AND
AND THE SEWER, SEWER REPLACEMENT TO EXTEND

FINAL BACKFILL MATERIAL:
AGGREGATE BACKFILL (IDOT CLASS

CA-6) TO BE INSTALLED AND CENTERLINE A MINIMUM OF 10 FEET EITHER SIDE OF THE
COMPACTED BENEATH OR WITHIN OF / WATERMAIN. FLEXIBLE COUPLINGS TO BE USED TO
TWO FEET OF ALL PAVEMENT 10° MIN WATER MAIN 0 Wﬁ' JOIN THE SEWER PIPE.
; ?gEéﬁ‘ESPEAACR;EFS SGSEEILL - / - —FLEXIBLE COUPLINGS TO BE INSTALLED
5 LANDSCAPED AREAS. — P ! \ e ! QS REQUIRED (INCIDENTAL)
Va \( DUCTILE IRON PIPE (/S EXISTING SEWER PIPE

__——PROPOSED WATER MAIN

BY

_——COARSE AGGREGATE, IDOT CLASS CA-6,

" TO BE INSTALLED AS BACKFILL AT ALL SEWER
CROSSINGS, PLACED MATERIAL TO BE TAMPED
AND COMPACTED TO SUPPORT SEWER.
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FINAL BACKFILL
(TBF, SPECIAL, CA-6)
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STRUCTURE NOTAT'N

s

N

GRADES

=3

"\~ SEWER EXTENSION SEWER CROSSING DETAIL

N

S 1/8 BEND FITTING

INITIAL BACKFILL
{ 1/1 MAXIMUM RISER SLOPE (TBF, SPECIAL, CA-11)

—— UNDISTURBED EARTH TO SUPPORT RISER
PROVIDING UNIFORM BEARING FCR PIPE

e SN HAUNCHING
W% />zj “>'— PROPOSED SEWER RISER 1/2 0D BEDDING LAYER
. G BEDDING -
NG SEWER TAPPING SADDLE e oD (IDOT CLASS CA-11)
A o ™
A\ /jgﬁ SEE SANITARY SEWER TRENCH (AN, B A0 :
}#f<55N  DETAIL FOR BEDDING LAYER AND
°s >€§/{><S INITIAL BACKFILL INFORMATION UNDISTURBED —
RN EARTH X
- — EXISTING SEWER PROPOSED SEWER CONDULT | - —FIRM UNDISTURBED SUBGRADE REVISIONS ILLINOIS DEPARTMENT OF TRANSPORTATION
OD = OUTSIDE DIAMETER  (SEE TABLE) , e — BLl:JFF AVENUE IMPROVEMENT
‘ TRENCH DEPTH / PROTECTION | MAXIMUM PAYMENT WIDTH STAGE 2 S
TAPPED SEWER SERVICE AND RISER > FT AND LESS, W/ PROTECTION oD+ 18"
SEWER TRENCH DETAIL 5 FT AND LESS, W/ PROTECTION oD + 36" CONSTRUCT
GREATER THAN 5 FT oD + 36" TON DETAILS - SPECIAL
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